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! 3 LSTA* 4015430 (RT) TO STA. 4018+75 IRT) 1 STA. 013450 (RT) 7O $TA. 402142G (AT
I ! 3 REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL. A REMOVAL AND DISPOSAL OF UNSUITASLE MATERIAL,
LEGEND o R 175 CU YDy AND 173 €U Y03 AND
—_—a= AGGREGATE SUBGRADE IMPROVEMENT, 175 CU YD AGGREGATE SUBGRADE IMPROVEMENT, 173 CU ¥D
_ (SEE NOTES 3 & & (SEE NOTES 3 & 4
UNDERCUT AREA
SEE CROSS-SECTIONS FOR INFORMATION
NOTES
FROM 0 FROM T0 i
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NUMBER STATION OFESET MUMAER STATION | DFFSET N FLET It INCHES MUMAER STATION OFFSET NUMBER STATION OFFSET I FEET I8 INCHES
| A003490.00 | 48,00 LT | 844 1 ADIO50.00 4500 ET . S6 oA .M 5 4009230.00 4648 RT ¢ B4z | 4006450.00 5008 RY ST 1 AL 2 SEE DRAWING DP-03 FOR PROPOSED STORM SEWER.
CADIOHED.00 § 4500 LT | 846 | 401410.00 | 45.00 L q 842 4010450.00 | 50,08 RT A0§1+10.00 | 53.66 RT 57
o R e ; G - e o e s Rt 3} AGGREGATE SUBGRADE IMPROVEMENT HAS BEEM PROVIDED FOR USE AT
TASIATO.60 NPT R 5 THE LOCATIONS INDICATED FOR SOILS THAT TEND TO BE UNSUITABLE CR
i S A e UNSTASLE. THE ACTUAL NEED FOR REMOVAL AND REPLACEMENT WITH
: - AGGRECATE SUBGRADE IMPROVEMENT WILL BE DETERMINED IN THE FIELD
. s S AT THE TIME OF CONSTRUCTION BY THE GEOTECHNICAL ENGINEER. ALL
i.A012=90. - POTENTIALLY UNSTABLE SOILS SHOULD BE TESTED WITH A STATIC CONE
2rasd L PENETROMETER AND TREATED IN ACCORDANCE WITH ARTICLE 30104 OF
401345370 4 THE STANDARD SPECIFICATIONS AND THE UNDERCUT GUIDELINES IN THE
IDOT SUBGRADE STABILITY MANUAL. IF UNSTABLE AND/ OR LUNSUITABLE
I MATERIAL IS NOT ENCOUNTERED AT THE TIME OF CONSTRUCTION, THEN
_} 3016#50,00 § 56 THE QUANTITY SHALL BE DEDUCTED AND NO ADDITIONAL COMPENSATION
TAGi5990.00 WILL BE DUE TO THE CONTRACTOR.
A015430.00
4) SEE EARTHWORK SCHEDULE FOR ADDITIONAL INFORMATION REGARDING
QUANTITY.
000,807 TG 402 ee0.00 A 4022460.00 { 45 4023+20.00 | 47.85 RY 31 2 i Jor = w
" 7 148 A023+30.00 . - Ty SUBTOTAL | 5617 £1 I e —
Jag 1 AD23Een.00 | 4y VP
- 02/22/2013 FAP. RIS SEGTION | county Esl%y‘ﬁsj SHEET
STATE OF ILLINOIS PIPE UNDERDRAINS AND UNDERCUT PLAN - ILLINOIS ROUTE 59 | % i & i wiss |~ m’;?_gg;;gf_j;;‘w'gs_'_z__“_‘__ji‘:,i.g'f
LS DEPARTMENT OF TRANSPORTATION i R SN 03 | CONTRACT NG, 6OR3L
REVISER = SCALE: AS SHOWN [ SHEET NO. 3 OF § SHEEYS | 5TA.  4010+00  TO STA,  4023+00 |77 T Lis]Fin, R FREET




